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0.1 2015/06/15 Preliminary 

0.2 2015/06/30 Revised specifications: added 
vibration and wall mount 
drawings. Modified hardware 
setup  

1.0 2016/04/28 Official release 

1.1 2016/10/03 Added SIM card installation 





Features: 

 Intel®  AtomË E3845 /  E3825 CPU 

 1 x DDR3L SODIMM max up to 4 GB memory 

 2 x Intel®  10/100/1000 Mbps RJ-45 ports 

 2 x full-size mini-PCIe slots and 1 x half-size mini 

PCIe slot with total 4 external accessible SIM slots 

support Wi-Fi/3G/4G(LTE)/mSATA 

 MIL-STD-810G vibration/shock  resistance 

 Display: 1 x VGA and 1 x HDMI 

 USB: 1 x USB 3.0 type-A and 1 x USB 2.0 type-A 

 Onboard GPS receiver module and G-sensor 

 COM ports: 2 x RS-232/422/485 with RI/5V/12V 

 Optional: CAN bus support J1939 /  J1708 

Dimensions 198x 52 x 185mm 

Processor IntelÉBayTrail E3845/E3825 

System Memory 1x DDR3L SO-DIMM, 4GB 

BIOS AMI SPI Flash BIOS 

Storage mSATA/SATA 
1x mSATA Socket, 

1x SATA 2.5ó 9.5 mm drive bay 

Ethernet Controller 2x IntelÉ i210-IT 

Graphic Controller IntelÉ HD Graphics 

Audio MIC IN/LINE OUT 

I/O 

LAN Port 2x RJ45 @ 10/100/1000Mbps 

Display Port 
1x VGA Port 

1x HDMI Port 

Serial I/O COM1/2: 2x DB9 RS-232/422/485 

GPS U-blox NEO-7N 

G-Sensor ADXL 345 

USB 
1x USB3.0 Type A 

1x USB2.0 Type A 

Power Input 

3-pin Terminal block (+,-,ignition), 

+9~36VDC, 

ATX mode support ignition delay 

On/Off control 

Expansion 

2x Full-size mini-PCIe Socket (1x 

USB+PCIe+2x SIM; 1x USB+2x SIM) 

1x Half-size mini-PCIe Socket 

CAN Bus 

A1 SKU: 1x CAN Bus for J1939/J1708 

on COM3 Port, 

A2 SKU: 1x CAN Bus (Optional for 

OEM) 

MIO 

4x DI (3V or 12V TTL selectable), 

4x DO (12V TTL, Max. 100mA) 

2x MCU DI 

1x 12V Output @ Max. 1A 

Power 

Input 
3-pin Terminal Block (+,-,ignition), 

+9~36VDC 

Output 12V/1A DC Out 

Adaptor Optional 

Environment 

Operating 

Temperature 

-20~60ÁC (Industrial-grade 

components) 

-5~45ÁC (w/o Industrial-grade 

components) 

Humidity 5%~95%, non-condensing 

Mechanical 

System 

Design 
Fanless 

Weight 1.8kg 

Mounting Wallmount or Suspension Kit 

Certification EMC CE/FCC Class A, E13, RoHS 

Reliability Compliance 
Vibration/Shock: MIL-STD-810G, 

Method 514.6 

OS Support 
Windows WES7 (WS7E)/W7 Pro SPI/ WE8 STD 

Linux Kernel 2.6.18 or Later 



 

 

 

 










































