
NCR-1510 Wide Temperature Network Appliance 
Powered by Intel® Atom® C3000 (Denverton)

Specifications

• Intel® Atom® 2~8 Cores C3308/C3508/C3708 CPU (Denverton)

• 4x RJ45, 2x SFP or 2x RJ45 (By SKU), 1 Pair of Gen3 Bypass, 1x Mini 

USB Console, 2x USB 3.0 (SKU B/C), 1x 2.5” HDD/SSD Bay (Optional)

• Support 1x removable PGN-300/600 Caddy

• Intel® QuickAssist Technology up to 10Gbps

• Wide Operating Temperature range: -40~70ºC (SKU C/F to 60ºC)

Platform

Form Factor Desktop

Processor Options
Intel® Atom® C3308/C3508/C3708 (Den-
verton)

CPU Socket Onboard

Chipset SoC

Security Acceleration Intel® QuickAssist Technology

BIOS AMI SPI Flash BIOS

System Memory

Technology DDR4 up to 2400MHz ECC/non-ECC DIMM

Max. Capacity SKU A/D: 32GB, SKU B/C/E/F:64GB 

Socket
SKU A/D:1x 260-pin SODIMM, 
SKU B/C/E/F:2x 260-pin SODIMM

Networking

Ethernet Ports
4 x GbE RJ45 Intel® SoC Integrated MAC
2 x SFP Intel® i210 (By SKU) or 
2 x GbE RJ45 Intel i210 (By SKU)

Bypass 1 Pair of Gen3

NIC Module Slot N/A

LOM

IO Interface N/A

OPMA Slot N/A

I/O Interface

Reset Button 1 

LED Power/Status/Storage

Power Button 1

Console 1 x Mini USB

USB 2 x USB 3.0

LCD Module N/A

Display N/A

Power Input 1 x 2-pin terminal block

Storage

HDD/SSD Support 1 x 2.5” Bay (Optional)

Expansion

Mini-PCIe

SKU A/B/D/E: 1x M.2 B key 3042 for LTE, 2242
SSD (signal: USB3.0, SATA) with Nano-SIM; 1x
Mini-PCIe for Wi-Fi,LTE (signal: USB2.0,PCIe)
with Nano-SIM
SKU C/F: 1x M.2 B key 3042 for LTE, 2242
SSD (signal: USB3.0, SATA) with Nano-SIM; 2x
Mini-PCIe for Wi-Fi,LTE (signal: USB2.0,PCIe)
with Nano-SIM

PGN slot
SKU D/E/F support with for 1x PGN slot 
(optional)

SIM Card Slot 2 x Nano SIM

Miscellaneous

Watchdog Yes

Internal RTC with Li Battery Yes

TPM Onboard TPM 2.0

Cooling

Processor Passive CPU Heatsink

System Fanless

Environmental Parameters

Temperature
-40~70ºC Operating (SKU A/B/D/E)
-40~60ºC Operating (SKU C/F)
-40~85ºC Ambient storage

Humidity (RH)
5~90% Operating
5~95% Non-Operating

System Dimensions

(WxDxH) 310 x 240 x 44 mm

Weight 3 kg

Package Dimensions

(WxDxH) 45.2X32.8X13.7

Weight TBD

Power

Type / Watts 12V, 5A

Input 9~54V DC

Certification

Approvals and Compliance RoHS, CE/FCC Class A
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Features

lmages are for refernce only. See ordering information for SKU details.



© Lanner Electronics Inc. All rights reserved. 

All product specifications are subject to change without notice.

contact@lannerinc.com  | www.lannerinc.com

NCR-1510A C3308, 6x GbE RJ45 w/ 1 Pair of Gen3 Bypass, 1x 260-pin DDR4 SODIMM

NCR-1510B C3508, 6x GbE RJ45, w/ 1 Pair of Gen3 Bypass, 2x 260-pin DDR4 SODIMM

NCR-1510C C3708, 4x GbE RJ45, 2x GbE SFP, w/ 1 Pair of Gen3 Bypass, 2x 260-pin DDR4 SODIMM

NCR-1510D C3308, 6x GbE RJ45 w/ 1 Pair of Gen3 Bypass, 1x Optional removable PGN-300/600 Caddy, 1x 260-pin DDR4 SODIMM

NCR-1510E C3508, 6x GbE RJ45, w/ 1 Pair of Gen3 Bypass, 1x Optional removable PGN-300/600 Caddy, 2x 260-pin DDR4 SODIMM

NCR-1510F C3708, 4x GbE RJ45, 2x GbE SFP, w/ 1 Pair of Gen3 Bypass, 1x Optional removable PGN-300/600 Caddy, 2x 260-pin DDR4 SODIMM

PGN-300 4G LTE Radio Modem with LTE Cat-6 embedded module  

PGN-600 4G LTE-Advanced Pro Radio Modem with LTE Cat-12 embedded module  

Product I/O View

Dimensions (WxDxH) 310 x 240 x 44 mm

Ordering Information
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NOTES:
1.UNDEFINED DIMENSIONS SEE 3D AND UNDEFINED TOLERANCE SEE THE INDICATION OF TOLERANCE TABLE.
2.OUTSIDE SURFACE, HOLES AND SLOTS SHOULD BE FREE OF BURR , OIL AND LUBRICANT.
3.IQC NEEDS TO REVIEW VENDER'S CPK AND FAI REPORTS.
4.FOLLOW LANNER IQC SPECIFICATION FOR CHROMATIC ABERRATION AND COSMETIC INSPECTION
5.SYMBOL DESCRIBE
DRAWING CHANGES BY TRIANGLE.
KEY ITEM DIMENSION BY OVAL .
CPK DIMENSION BY SQUARE
6.RoHS COMPLIANTE, PART MATERIAL MUST COMPLY WITH CUSTOMER SPECIFICATION REQUEST.
7.STAND-OFF , NUT MUST MOUNT ON CHASSIS PERPENDICULARLY UNLESS SPECIAL DEFINITION.
8.FOLLOW DRAWING ASSIGNMENT FOR THE APPLIED AREA , POSITION AND MATERIAL OF CMF, IF APPLICABLE.
9.COLOR CODE : LANNER72
CIE LAB : L 26.13 , a 0.08 , b -0.72
CRITERIA :　 Ｅ≦2 AND L , a, , b ≦1
10.TOLERANCE GRADE ASSIGNMENT
SPECIAL ITEM NEED TO ATTACH REASONABLE TOLERANCE RANGE
OTHERS FOLLOW TOLERANCE BOX INDICATED
B GRADE FOR TOOL SAMPLE
C GRADE FOR NCT TECHNOLOGY
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MARK DATE REV DESCRIPTION

APPROVED PART
NAME NCR-1510F_OUTDIM

MODEL NCR-1510F

PART NO

SUBMITTED MATERIAL AL6063+SGCC UNIT SCALE PERSPECTIVE FILE NAME NCR-1510F_OUTDIM-V10

THICKNESS N/A mm 1:1 DRW VER. DATE 2019/10/07 

DESIGNED COATING N/A CLASSIFICATION SIZE SHEET

JACK_HUNG PAINTING LANNER 72 2A0 1/1

TOL  

 RANGE A B C D E

0~6 0.02 0.05 0.1 0.2 0.15

>6~30 0.03 0.1 0.15 0.3 0.15

>30~80 0.04 0.13 0.18 0.4 0.2

>80~150 0.05 0.15 0.2 0.5 0.2

>150~400 0.09 0.25 0.35 0.7 0.25

>400 0.12 0.35 0.5 1.0 0.35

ANGLE

0  - 30 0.1

>30  - 60 0.3

>60  - 90 0.5

STATE MDL VER. 00.11
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